
SPECYFIKACJA:

High Efficiency
Video Coding 

Standard
Kompresji

Wideo

- FULL HD 1080p
- MPEG 1/2/4, H.265/HEVC
- Video Output: SD/HD/HDMI 1.4, Scart (CVBS, RGB)

 

- O  i t et
- B r
- N r moc  
- USB 2.0:  F t  NTFS 

 

NOWEGO
STANDARDU

DEKODER DO ODBIORU TELEWIZJI NAZIEMNEJ 
NOWEGO STANDARDU DVB-T2 H.265/HEVC

AX LION NS



HARDWARE:

SOFTWARE:

AUDIO & VIDEO: DANE LOGISTYCZNE*:

Ilość w opakowaniu: 1 szt.
Rozmiar produktu: 13,3x9,5x3,2cm 
Waga produktu (NETTO): 300gr 
Rozmiar opakowania:19,4x12,7x5,2cm 
Waga produktu (BRUTTO): 388gr 
Ilość w kartonie zbiorczym: 1120
Height of EURO pallet: 180cm 
Custom Code: 8528722000
Art. Nr. TUN0158

PRODUCER/PRODUCENT:
AX TECHNOLOGY Sp. z o.o. Sp.k.
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Wideo
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CPU: 
SDRAM: 64 MB  DDR2
F  4MB SPI NOR FLASH
USB: 2XUSB 2.0

 

Audio Decode
MPEG-1/2 layer I and II (Musiccam), MPEG4 AAC and MPEG4 AAC-
HE (AAC+), ,
LPCM up to 48 KHz, MP3

Sampling Frequency 32, 44.1, 48KHz

Video Decode ISO/IEC 13818-2 MPEG1, MPEG-2 MP@HL, H.264, H.265, VC1,
and VP8

Pro e Level HD Formats: MPEG-2 MP@HL; MPEG-4 SP@L3 to ASP@L5; Level
3.1/4.1

Video Format 4:3, 16:9 Pan & Scan, Le erbox

Graphic 2D Graphic engine

Video System PAL, NTSC

Video Resolu on 480i 480p 576i,576p, 720P, 1080i, 1080P


